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Schedule 

The valve solenoid of type 1262.. is an intrinsically safe apparatus intended for the application 
inside of hazardous areas of EPL Ga (flammable gases and vapours) and EPL Db 
(combustible dusts). 

When the valve solenoid is applied in areas where the existence of combustible dusts has to 
be expected, the appropriate plug connector of type 6-11174-0101 shall be used to assure the 
type of protection. 
 
Electrical data 

Supply ............................................................... only for connection to a certified intrinsically 
safe circuit of type of protection Ex ia IIC 

Maximum values: 

Ui = 28 V 
Ii = 115 mA 

or 

only for connection to a certified intrinsically 
safe circuit of type of protection Ex ia IIB 

Ui = 32 V 
Ii = 195 mA 

Li negligibly low 
Ci negligibly low 

 
For relationship between type of equipment, temperature class as well as the electrical and 
thermal maximum values, reference is made to the following table: 

 

Type 1262 00.1-.. 

through 

Type 1262 49.1-.. 

Temperature 
class 

Ui / Ii 
Permissible range 

of the ambient 
temperature 

Ex tb 

Ex ia IIC T6 28 V / 115 mA -40 … 50 °C T80 °C 

Ex ia IIB T6 32 V / 195 mA -40 … 50 °C T80 °C 

 

Type 1262 50.1-.. 

through 

Type 1262 99.1-.. 

Temperature 
class 

Ui / Ii 
Permissible range 

of the ambient 
temperature 

Ex tb 

Ex ia IIC T4 28 V / 115 mA -40 … 85 °C T130 °C 

Ex ia IIB T4 32 V / 195 mA -40 … 85 °C T130 °C 
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