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Linear Actuators with NAMUR-Interface
LAZ-Series

Key features: 

• Double acting
• Built-in cushioning rings
• Piston Ø:	 80 … 320 mm		
		  •		 80 – 125 mm:	 Profile tube
		  •		160 – 320 mm:	 with tie rods
• Stroke length: 25 … 1000 mm (others on request)
• Interface to solenoid valve according to 
	 VDI/VDE 3845 (NAMUR 1 – 1/4“).
• Fixing possibilities for proximity switch as a standard.

Single acting actuators on request.

Mounting pattern at cylinder head 
according to DIN 3358/ISO 5210 
for direct mounting to knife gate 
valves.

Other interfaces available on 
request.

Actuators with diameter up to 125 mm with NAMUR-
interface at the bottom and long side of the cylinder 
head for maximum flexibility. Unused ports to be 
plugged.

Actuators with diameter 160 mm to 320 mm with only 
one NAMUR-interface at the bottom.

Diameter up to 125 mm Diameter from 160 mm

Hafner has developed a new cylinder series with
integrated NAMUR mounting port pattern. 
This allows to assemble NAMUR-valves and 
accessories directly to the cylinder.
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Linear Actuators with NAMUR-Interface
LAZ-Series

Ø mm Stroke [mm] Thrust Force [N]* Traction Force [N]*
80 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 3.014 2.826

100 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 4.710 4.521

125 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 7.359 6.877

160 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 12.057 11.575

200 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 18.840 18.086

250 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 29.437 28.683

320 25 - 50 - 80 - 100 - 125 - 160 - 200 - 250 - 320 - 400 - 500 - 600 - 700 - 800 - 900 - 1000 48.230 47.476

Materials
Rod Stainless steel
 Diameter 80-160 mm = 1.4305
 Diameter 200-320 mm = 1.4021
End caps Aluminum anodized
Tube Aluminum anodized
Seals Polyurethane, NBR

General
Piston Ø 80, 100, 125, 160, 200, 250, 320
Strokes As per table (specials on request)
Temperature range -20°C … +80°C
Pressure range 1 … 10 bar
Operating medium Cleaned and lubricated or cleaned 
 and unlubricated compressed air. 
 Air-quality-level in accordance to 
 ISO 8573-1:2010 [7:4:4]

Theoretical Traction and Thrust Forces (6 BAR)

* Theoretical forces, for practical forces please deduct 5% (friction).

Tie-rod cylinders (starting 160 mm diameter) with 
rail for proximity switch mounting.

Order example

LAZ 80/125
Series Piston Ø

(mm)
Stroke
(mm)

Tube Ø 80-125 mm Tube Ø 160-320 mm
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Linear Actuators with NAMUR-Interface
LAZ-Series

Dimensions LAZ-series	  Diameter 80-125 mm

Type AM D1 KK SW.1 D2 D3 D4 BG R E F G H WH L ZB
LAZ 80/… 32 Ø 20 M16x1,5 17 Ø 70 M8x15 M10 22 72 100 90 8 35 16 114 130

LAZ 100/… 32 Ø 20 M16x1,5 17 Ø 70 M8x15 M10 22 89 118 110 18 40 16 118 134

LAZ 125/… 54 Ø 32 M27x2 27 Ø 102 M10x18 M12 26 110 140 134 28 45 24 138 162

Dimensions LAZ-series	  Diameter 200-320 mm

Dimensions LAZ-series	  Diameter 160 mm

Type AM D1 KK SW.1 D2 D3 D4 D5 E H WH L ZB
LAZ 200/… 72 Ø 40 M36x2 36 Ø 102 M10x20 Ø 140 M16x25 215 75 30 123 153

LAZ 250/… 72 Ø 40 M36x2 36 Ø 102 M10x20 Ø 140 M16x25 265 80 30 138 168

LAZ 320/… 72 Ø 40 M36x2 36 Ø 102 M10x20 Ø 140 M16x25 340 100 30 135 165
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Linear Actuators with NAMUR-Interface
LAZ-Series

Hafner is offering a wide range of valves and 
accessories with the NAMUR-interface which can 
be used in combination with the LAZ-actuators.

Due to the sandwich design of the accessories, 
several functions can be realized in a very compact 
way.

For further information please ask for our catalogue 
„Competence in Valve Automation”.

Selection of useful accessories:

Type MNH 510 701
5/2-way NAMUR-valve, solenoid operated

Type DRN 5 601/DRN 5 611
Block form flow regulator to regulate the opening- 
and closing speed of the actuator.

Type BHN 601
Block- and vent valve, exhausts actuator when knob is 
pulled. Lockable in operating mode.

Type BHN 601 01
Block- and vent valve, exhausts actuator when knob is 
pushed. Lockable in manual mode. Protection against 
unintended use with pin.

Type BHN 611 01
Block- and block valve, blocks actuator when knob is 
pushed. Lockable in manual mode. Protection against 
unintended use with pin.

Proximity Switches
PNP and REED switches are available. 
Please contact us.



147 + Str
147 + Str

123 + Str
123 + Str

Hafner Pneumatika Kft.
Püski út 3

9228 Halászi  – Hungary

Phone +36 - 96 - 57 30 12
Fax +36 - 96 - 21 06 15

ertekesites@hafner-pneumatika.com
www.hafner-pneumatika.com

Hafner-Pneumatik Krämer KG
Stammheimer Straße 10

D-70806 Kornwestheim

Phone +49 - 71 54 - 17 85 890
Fax      +49 - 71 54 - 17 85 89 28

info@hafner-pneumatik.de
www.hafner-pneumatik.de


